
MF-7723U10B56

MF-7723U10B56 MF-7723C10B56

MF-7723C10B56

(2-needle, top and bottom coverstitch machine)

(3-needle, top and bottom coverstitch machine)

High-speed, Flat-bed,  
Top and Bottom Coverstitch Machine
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① Differential-feed micro- 
　 adjustment mechanism

The differential-feed amount can be easily 
adjusted to the best suited value for the material 
to be used. Since the front and rear feed dogs 
are synchronized, the differential-feed ratio is 
constant, requiring no additional adjustment, 
even when the stitch length is changed.

The needle bar stroke can be increased by 
changing the position of the eccentric pin to 
smoothly sew heavy-weight materials.  The 
troublesome replacement of parts, which is 
conventionally associated with needle-bar-stroke 
changing work, is no longer required.

Needle bar stroke conversion  
mechanism

The micro-lifter keeps the presser foot in a 
slightly raised position during sewing to help 
prevent problems such as slippage and 
deformation, or damages that can easily occur 
when sewing elastic materials.

Micro-lifter mechanism

② Feed dog inclination  
　 adjustment mechanism

Adjustment of the feed dog inclination can be 
carried out from outside with ease.  The feed 
dog inclination adjustment mechanism works 
effectively to secure the material being sewn 
in place with increased reliability and thereby 
preventing uneven material feed and 
puckering.

The well-balanced design of the machine 
achieves low-vibration and low-noise operation 
even under the high-speed mode.   
This enables the operator to concentrate on 
sewing work in a more comfortable environment.

The machine operates with reduced vibration  
and noise, promising comfortable sewing.The looper thread cam comes provided with a 

thread twining prevention mechanism.  Even if 
the thread twines around the looper thread 
cam, the cam can be easily detached for 
removal of the thread.

Looper thread twining  
prevention mechanism

( )standard setting at the time of delivery: 31mm, 
for sewing heavy-weight materials: 33mm 

Soft-seam Well-tensed seam

Since the seam tension may be easily increased or decreased, the machine can be 
used for a broader range of applications.

Seams can be adjusted depending on the application or material by changing the thread path or adjusting the thread tension 
controller, to produce soft and low-tensed seams for inner wear or to produce high-grade well-tensed seams for outer wear. 

Optimization of the thread take-up mechanism and top covering thread path route

The machine comes provided with various functions.

The optimized thread take-up mechanism and top covering thread path route contribute to an increased stability of top covering 
stitches.  In addition, the machine is capable of performing sewing with a low tension applied to the thread to offer improved 
responsiveness to the sewing thread.

① 

② 
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U10 (universal type) C10 (for collarette attaching)

Specifications changing between the U10 and C10 can easily be carried out  
by replacing cover related parts and gauge components.

Cover related parts

＊ The coverseam related assembly parts number does not include any attachment.

Cover related parts

40018349 13303458

6.4mm 
13350400 
13351705

5.6mm 
13350301 
13351606

 
 
 

13376256 
13353909 
13357801

4.0mm 
13350103 
13351408 
13376157 
13353800 
13357702

Parts name 
Needle clamp 
Throat plate 
Presser foot asm. 
Main feed dog 
Differential-feed dog

Gauge components
6.4mm 
13350400 
13351200 

 
13353701 
13357603

5.6mm 
13350301 
13354808

 
 
 

13375050

4.8mm 
13350202 
13354709 
13376058

 
 
 
 

13354204 
13358304

Parts name 
Needle clamp 
Throat plate 
Presser foot asm. 
Main feed dog 
Differential-feed dog

Gauge components

U10→C10 Interchangeable parts C10→U10 Interchangeable parts

Knitwear

T-shirt

Briefs

Under 
wear

●Easy installation/removal of the entire unit facilitates the adjustment of 
related parts, such as the alignment of a looper. 

●The machine can also be used for collarette processes by removing the 
knife unit. (Replacement of the gauge and cover is required.)

■Right hand fabric trimmer mechanism

●The metering device supplies a consistent length of tape in 
synchronization with the feed. (Tape lengths of 0.9 to 3.5mm per stitch.) 

●Elastic tapes of up to 80mm in width can be used. The tape width can 
be easily adjusted.  For laces width of which is 15 to 80mm, change 
the currently-mounted guide with a wider-tape quide which is supplied 
with the unit as an accessory. 

●The drive roller/driven roller can be held in open to facilitate tape 
placement. 

■MD10 (mechanical type metering device)

E10 (for elastic tape attaching with right hand fabric trimmer)

Adjustment of  
the tape feeding 
amount

MF-7723E10B56/MD10

This model is best suited for attaching collarettes on underwear, 
briefs and knitwear.

This basic model can be used in a broad range of processes 
including sleeve-/bottom-hemming for T-shirts and coverings for 
sportswear and knitwear.

Designed for the sewing of elastic tapes in shorts and underwear. 
The right-hand fabric trimmer cuts the multi-layered part of joined 
section with outstanding consistency. Beautifully finished products 
are achieved with the seams and material edges aligned.

Micro 
adjustment

Main 
adjustment
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